HIGHEST AGILITY AND MANOEUVRABILITY

TKA 35 KS working area Bison TKA 35 KS

» | Specification of basic unit

s [Max. working height 35.0m
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2 ~ » [ Max. basket floor level 33.0m
V Max. horizontal working area / 30.0 m/ 100 kg
with basket load 25.5m/ 350 kg
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» » | Moving free on wheels

n / H & \ " | Working mode
it \ "moving free on wheels" standard
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Bison TKA 35 KS

Workman basket

Width x Length x Height 2.00x 0.82 x 1.135 m

Slewing range of workman basket| 2 x 45°

Max. basket load 350 kg

Engine start / stop in
the workman basket standard

Plastic cover over basket
control desk standard

230 V CEE adapter
in the workman basket standard

2 ancor rings for
connecting safety harnesses standard

Bison TKA 35 KS

General

Anti collision protection for
workman basket and articulating
boom (when lowering the boom)| standard
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{ \ : Bison TKA 35 KS

Boom system

Number of extendable sections
| in the main boom 4

Boom shape hexagon

Al cables, hoses and mecanical
components incorporated well
protected inside the boom system standard

Hydraulic articulating boom,
working range 183°

£

Automatic locking / releasing of
articulating boom depending on
p.t.0. position (engaged / disengaged)| standard

Automatic return to
Jo transport position standard
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Bison TKA 35 KS

Bison TKA 35 KS

Slewing system

Carrier vehicle and installation

Design of slewing system counter slewing system GVW class 1810 19t

Slewing within the vehicle width standard Length in transport position 8.00 m*

Slewing range 500° Width in transport position 2.50 m*

Height in transport position 3.84 m*

Bison TKA 35 KS High prlessu.re filter . _ standard
e Hydraulic oil tank with return line filter standard

Stabilizers

Working principle of stabilizers continuously variable m™ depending on carrier vehicle

Stabilizer spread — one side extended,

one side retracted 348 m

Min. stabilizer spread — all outriggers retracted | 2.25 m

Max. stabilizer spread —

both sides fully extended 470 m

Stabilizer controls at the workman basket standard Bison TKA 35 KS

Automatic stabilizing and Manual and emergency controls

automatic levelling standard Lockably integrated and well

LED on all 4 stabilizer legs standard protected in the body standard

4 support plates standard Emergency hand pump standard

TKA 35 KS transport delivery
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The equipment displayed is partly fitted with special equipment and therefore do not always correspond to the standard model. Country specific stipulations must be additionally adhered to.
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We reserve the right to change design and specification without prior notice.
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